
       Paperless Multimedia Congress System 

HCS-8600MCLS  Loop switcher 
and Cabinet installation accessory 

Functions 

■ For “Closed Loop - Daisy Chain” connection
■ Automatic judgment of the opening or closing of a loop
■ Loop switcher open: open indicator on (Red)
■ Loop switcher closed: close indicator on (Green)
■ HCS-8600MCLS Loop Switcher is for connection between the

CMU and the congress unit
■ HCS-8600MCLS/F Loop Switcher is for connection between

the primary and secondary CMU
■ Mounting bracket (mounted in a 19" rack) can be chosen

Interconnections 

■ "TO MU" socket for connection to the primary CMU or EMU
■ The other socket for connection to the secondary CMU or the

congress unit
■ HCS-8600MCLS:

 "TO MU" socket for connection to the CMU or EMU
 The other socket for connection to the congress unit

■ HCS-8600MCLS/F
 "TO MU" socket for connection to the primary CMU
 The other socket for connection to the secondary CMU

Technical Specifications 

Mechanical 
Dimensions (h × w × d)     40 × 100 × 68 mm 
Weight      347 g 
Color     Black (PANTONE 419 C) 

Ordering Information  

HCS-8600MCLS       Loop switcher (with 2 RJ45 sockets, for 
“Closed Loop - Daisy Chain” connection 
between conference unit and the main unit 
via network cable or 8P-DIN cable) 

HCS-8600MCLS/F      Loop switcher (with 2 RJ45 sockets, for 
“Closed Loop - Daisy Chain” connection 
between the primary conference main unit 
and the secondary conference main unit) 

HCS-MCLS-RCF                          Rack Cabinet Frame 
(4 HCS-8600MCLS or HCS-8300MCLS 

Loop switchers can be installed) 
HCS-MCLS-FC              Frame Cover (for HCS-MCLS-RCF) 




